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Area 14.3 M2

Colours
-Signal White RAL 9003
-Cream White RAL 9001
-Pure White RAL 9010

Sculpture 5

Area 9.7 M2

Colours
-Heather Violet RAL 4003
-Telemagenta RAL 4010
-Traffic Purple RAL 4006

Sculpture 4

Area 15.6 M2

Colours
-Signal Blue RAL 5005
-Strong Blue BS 381C 107
-Middle Blue BS 381C 109

Sculpture 3

Area 13.5 M2

Colours
-Zinc Yellow RAL 1018
-Sulphur Yellow RAL 1016
-ForsythiaYellow BS480 10 E 50

Sculpture 2

Area 13.1 M2

Colours
-Traffic Green RAL 6024
-Turquoise Green RAL 6016
-Goblin Green BS480 14 E 51
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NOTES

Drawing to be read in conjunction with:

Documents: 1516-Specification, 1516-Preliminaries, 1516-103-SOW
Landscape Drawings:  1516-103-LA-T001 Site Location Plan, 1516-103-LA-T002 Existing Conditions Plan, 1516-103-LA-T003
Landscape Layout, 1516-103-LA-T004 Painted surfacing detail, 1516-103-LA-T005 Earth mound detail, LA-T006 Sculpture
details.
Engineers Drawings: 4119-201 Retaining wall foundation layout, 4119-202 Retaining wall cross section, 4119-203 Retaining
wall details, 4119-204 Retaining wall notes.
Any discrepancies regarding measurements, finishes and levels are to be highlighted by contractor prior to commencement on
site.

-Any errors or contradictions between drawings/specification/schedule of works to be highlighted by contractor before tender
submission.
-Measurements on drawings are indicative, contractor liaise with Landscape architect to check all measurements and
construction methods prior to fabrication to provide information in relation to sculptures.
 -Site to be surveyed by contractor to obtain levels information prior to commencement of works. All levels given in relation to
retaining wall, earth mound and sculpture supports to be taken from local ground level.
-Do not scale from drawing.

-Drawings of sculptures are indicative only, exact angles, dimensions, steel gauges and inner supports for sculptures to be
agreed between Landscape Architect and Fabricator.
-All steel gauges as per contractor/fabricators recommendations to ensure structural integrity.
-Support post fixing details and foundations to Engineers Dwgs 4119-201/ 4119-205 are for information only, details may
change when steel gauge and inner sculpture support beams are finalized by contractor/fabricator, any above ground supports
finished to match colour of adjoining face.
-A minimum of 14 working days before fabrication, a complete set of detailed fabrication & / or erection drawings including
supports and foundations with structral calculations shall be submitted to the Landscape Architect for approval.
-All steel fabrication and erection to be carried out in accordance with the National Structural Steelwork Specification for
Building Construction.
-All steel to be fabricated, supplied & erected in accordance with BS449 & BS5950.
-All connections, welding, etc to be in accordance with the relevant British Standard Code of Practice.
-Fabricator to ensure that all edges have a 2-3mm radius and welds are ground down to prevent any sharp edges.
-The steel fabricator shall ensure that all steel components have suitable lifting points for erection and that craneage is
adequate. He shall also provide any necessary temporary bracing required for erection purposes.
-No welding to be carried out on site unless agreed in advance with the National Roads Authority and subject to safety
measures being agreed.

Steelwork Coating System.

-All steelwork to be Blast Cleaned to Sa 2.5 of BS 7079: part A1 : 1989. Surface profile to be within the range 30-75 microns
typical.
-Maritime Grade Paint finish to be clarified before construction as table below or similar and approved.

K267 is a spray applied coating system pigmented with Micaceous Iron Oxide.
This shound be airless spray applied to achieve best cosmetic appearance and should be
applied by an approved contractor.

Epigrip C400 Epoxy Zinc Phosphate Primer / BuildcoatPrimer

Leighs EPIGRIP K267HSFinish coat

Coat Material

In Shop
In Shop

100
100

d.f.t.microns Applied

Cathal O'Meara
Landscape Architects
087 9202549
Showgrounds, Fermoy
Co. Cork

Client: Cork Co. Co.

Project: Cork Airport
Roundabout

Drawing:
1516-103-LA-T006
Sculpture Details

Date: 11 July2017

Drawn By:
Wendy Kirkpatrick

Issue: Tender

Dwg No:
1516-103-LA-T006

Scale As Shown @ A1

This drawing is the copyright of the
Landscape Architect unless otherwise
stated.  all dimensions are in millimeters.
Where dimensions are not given, drawings
must not be scaled and the matter must be
referred to the Landscape Architect.  If the
drawing includes conflicting
details/dimensions the matter must be
referred to the Landscape Architect.  All
dimensions must be checked on site.  The
Landscape Architect must be informed, by
the contractor, of any discrepancies before
work proceeds.

THIS IS NOT FOR
CONSTRUCTION

Chartered member of
the Irish Landscape
Institute

Sculpture 1, Front view, Not to Scale.

Roundabout plan with sculpture setting out, Scale 1:250

Sculpture 1, Front back, Not to Scale. Sculpture 1, Side view, Not to Scale. Sculpture 1, Top view, Not to Scale. Sculpture 1, 3d view, Not to Scale.

Sculpture 2, Front view, Not to Scale. Sculpture 2, Front back, Not to Scale. Sculpture 2, Side view, Not to Scale. Sculpture 2, Top view, Not to Scale. Sculpture 2, 3d view, Not to Scale.

Sculpture 3, Front view, Not to Scale. Sculpture 3, Front back, Not to Scale. Sculpture 3, Side view, Not to Scale. Sculpture 3, Top view, Not to Scale. Sculpture 3, 3d view, Not to Scale.

Sculpture 4, Front view, Not to Scale. Sculpture 4, Front back, Not to Scale. Sculpture 4, Side view, Not to Scale. Sculpture 4, Top view, Not to Scale. Sculpture 4, 3d view, Not to Scale.

Sculpture 5, Front view, Not to Scale. Sculpture 5, Front back, Not to Scale. Sculpture 5, Side view, Not to Scale. Sculpture 5, Top view, Not to Scale. Sculpture 5, 3d view, Not to Scale.


