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10Metre Clerance area
of Amenity grass

Berm  Type 2
See Dwg 1516-104-LA-T003

0.5M flush concrete
band as per
Engineers Dwg: 4119-221

Perennial Block Planting
See Dwg	1516-104-LA-T004
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Section BB as indicated

Concrete parameter stripe with
node to accomodate  road
signs

Berm Type 1
See Dwg 1516-104-LA-T003

Berm Type 3
See Dwg 1516-104-LA-T003

Angular berms 1.2M highBLock Planting
See planting schedule Gravel/grass faced mounds

Semi Mature Tree
See planting schedule

10 Meter circulatory
visibility envelope
Amenity grass

10 Meter circulatory
visibility envelope
Amenity grass

BLock Planting
See planting schedule

Me Malus everest, 20-25cm girth, 2-2.5M High, Rootballed.
For tree pit see Dwg 1516-104-LA-T004

Ornamental Grass and Perennial block planting
See Dwg 1516-104-LA-T004

Welded Mesh/Stone face to berm structure.
See Details 1516-104-LA-T003-01&02

Grass turf faces of berm structure
See Details 1516-104-LA-T003-01&02

Amenity grass seeding.

500mm wide concrete bands flush with ground level.
See 1516-104-LA-T003-04&5 and enginners drawing
4119-221

Landscape Key.

Notes:
-Existing precast concrete kerb to be made good / replaced where required to match existing kerb, all build up and haunching to
NRA guides for road category.

-Existing sculpture to be carefully broken out and removed from site to local council storage facility, all foundations to be dug out
and removed from site to a licensed skip.

-Existing signage as to be retained should be protected during works, signage to be removed should be carefully dug out and
removed from site to a local council storage facility and all foundations dug out and removed to a licensed ship.

-Contractor to allow for protecting all services and drainage during works and making good any damage caused by works.

-Drawing to be read in conjunction with:

Documents: 1516-Specification, 1516-Preliminaries, 1516-104-SOW

Landscape Drawings: 1516-104-LA-T001 Site Location Plan, 1516-104-LA-T002 Landscape Layout, 1516-104-LA-T003 Berm
details, 1516-104-LA-T004 Planting plan and details.

Engineers Drawings: 4119-221 Berm Details

-Any discrepancies regarding measurements, finishes and levels are to be highlighted by contractor prior to commencement on
site.

-Any errors or contradictions between drawings/specification/schedule of works to be highlighted by contractor before tender
submission.

-Site to be surveyed by contractor to obtain levels information prior to commencement of works. All levels given in relation  to
works to be taken from local ground level.

-Do not scale from drawing.
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10 Meter circulatory
visibility envelope
Amenity grass

BLock Planting
See planting scheduleAngular berms 1.2M high

Gravel/grass faced mounds

Semi Mature Tree
See planting schedule
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